
STK 2700R
MACCHINA SEMI-AUTOMATICAAGGRAFFATURAINSERTI

SEMI-AUTOMATICINSERTCRIMPING MACHINE

Rubber cable processing standard!

wire processing



STK 2700R
Macchina ad alta produttività fino a 1000 cavi/ora, per la lavorazione 

ed aggraffatura di inserti spina su cavi precedentemente  sguainati 

aventi due o tre poli. Caratteristica principale è quella di avere fino a 5 

stazioni di lavoro disponibili; per questo, a differenza di altre tipologie, 

permette il montaggio di sistemi di controllo qualità di processo oltre 

a dispositivi speciali per lavorazioni cavi aventi necessità particolari. 

Si possono processare con estrema facilità cavi con isolamento in 

gomma   e neoprene .

Il sistema di caricamento cavo è verticale e di facile utilizzo per 

l’operatore e costituisce la base per la produzione di un alto volume di 

cavi aggraffati.

La STK 2700R é dotata di:

• Un sistema di caricamento del cavo appositamente studiato e 

completamente adattato alle funzioni manuali dell’ operatore;

• un gruppo pneumatico di taglio e spelatura con regolazione per un 

cambio rapido della sezione del cavo da lavorare;

• un sistema di aspirazione degli sfridi che garantisce la pulizia degli 

utensili di taglio e spelatura;

• un dispositivo OPZIONALE di riconoscimento della posizione del 

conduttore di terra o di controllo polarizzazione dei 3 conduttori;

• un dispositivo di centratura OPZIONALE (nel caso in cui gli inserti da 

aggraffare non siano provvisti di imbuti plastici di introduzione dei 

conduttori);

• sistemi di aggraffatura elettromeccanici che possono essere dotati di 

dispositivi OPZIONALI per il Controllo Forza Aggraffatura.

L’estrema versatilità della macchina STK 2700R consente di poterla 

equipaggiare anche per l’aggraffatura di terminali singoli o connettori.

CARATTERISTICHE TECNICHE
La macchina STK 2700R ha la possibilità di lavorare cavi con le seguenti 

caratteristiche:

• Sezioni: [mm²]: 2 x 0,75 - 2 x 1,0 - 2 x 1,5 

3 x 0,75 - 3 x 1,0 - 3 x 1,5

• Isolamento: singoli conduttori: PVC - gomma - neoprene

guaina esterna:    PVC - gomma

• Lunghezza cavo [m]: min L =  0,2

max L = non determinante per il tipo di 

lavorazione

• Lunghezza sguainatura: in funzione del tipo di inserto

• Tempo ciclo [s]: 3,6

• Dimensioni [m]: l,85x l,5xHl,8

• Peso [q]: 8,5

• Alimentazione Standard: 400 V (3Ph+N+E) 50 Hz; 4 Kw

• Pneumatica [bar]: 6 costante

A high performance machine, with a production capability of up to 1’000 

cables/hour, for processing and crimping plug Inserts on previously un-

jacketed two or three conductor power cord cables. The machine main 

characteristic is that of having up to 5 available processing stations. 

That’s why, when compared with other machines of the same type, it 

allows the allocation of process quality test systems and/or special 

devices necessary for processing cable with specific processing 

requirements. Rubber and neoprene  insulated cables can be easily 

processed by the STK 2700R machine.

The vertical and operator friendly loading system allows a remarkable 

out-put combined with a high quality and a reliability of the finished 

product.

The STK 2700R is equipped with:

• A cable loading system duly studied and completely adapted for   

   the operator’s manual functions;

• Pneumatically actuated cutting and stripping unit;

• A scraps suction system granting the cleaning of the cutting and 

   stripping tools;

• An OPTIONAL device for detecting the earth conductor position or 

   for checking the 3 conductors polarisation;

• An OPTIONAL centering device (in case the inserts to crimp are not 

   provided with plastic funnels for conductors introduction);

• Electro-mechanic crimping systems that can be equipped with   

   OPTIONAL devices for the Crimping Force Monitoring.

The huge versatility of the STK 2700R machine allows to fit it even with 

crimping device of single terminals or connectors.

TECHNICAL FEATURES
The STK 2700R machine can work cables with the 

following characteristics:

• Section: [mm²]:  2 x 0,75 - 2 x 1,0 - 2 x 1,5 

   3 x 0,75 - 3 x 1,0 - 3 x 1,5

• Insulation:  single conductors: PVC - rubber - neoprene

   external sheath:    PVC - rubber

• Cable length [m]: min L =  0,2

   max L = not decisive as far as the working

   type is concerned

• Unsheathing length: according to the insert type:

• Cycle time [s]:  3,6

• Dimensions [m]:   l,85x l,5xHl,8

• Weight [q]:  8,5

• Standard supply:  Electrical supply: 400 V (3Ph+N+E) 50 Hz; 4 Kw

   Air pressure [bar]: 6 continuous
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